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A high range of tippers can be provided by Spyros Houtris & Sons Ltd

installed either on trucks or trailers.

h b d b h lf l d b lThe tipping box design can be half pipe or normal square made by steel or

aluminum.

Tipping Boxes are especially suited for the varied use for demolition works,

road construction and transport of building material.

These tipping boxes can be extremely robust with floor and side wall sheets

made of Hardox® HB 450 with high torsion stability, high shock and wear

stability in connection with a favorable dead weight.stability in connection with a favorable dead weight.

Tipping Boxes are manufactured in accordance to EC requirements

2006/42/EC conforming to EC health and safety regulations CE.

Type Capacity Chassis  Int. Dimensions (mm) Weight
(m3 ) type Length x Height (steel) (kg)

SHKK/T/S‐1 10 6x4 5200 x 1200 2619
SHKK/T/S‐2 12 6x4 5200 x 1250 2665
SHKK/T/S‐3 14 6x4 5200 x 1400 2697
SHKK/T/S‐4 16 6x4 5200 x 1550 2778
SHKK/T/S‐5 18 6x4 / 8x4 5800 x 1550 2908

/ /SHKK/T/S‐6 21 8x4 6500 x 1550 3060

SHKK/S/S‐7 24 Semi trailer 7400 x 1600 3233
SHKK/S/S‐8 32 Semi trailer 8000 x 1900 3853

Thickness (for steel): Side = 4mm, Floor=6mm, Front=5mm, Rear door=5mm

Internal box width : 2250mm

… innovative equipments for transport and waste management !

Tipping angle: 45‐550

Subjected to technical modifications


